
Version 3.00
Revision B
April 2007
Accessories

Trimble® DiNi® Digital Level
F



Corporate Office
Trimble Navigation Limited
Engineering and Construction Group
5475 Kellenburger Road
Dayton, Ohio 45424-1099
USA

800-538-7800 (toll free in USA)
+1-937-245-5600 Phone
+1-937-233-9004 Fax
www.trimble.com

Legal Notices

Copyright and Trademarks
© 2007, Trimble Navigation Limited. All rights reserved. Trimble, the 
Globe & Triangle logo, and DiNi are trademarks of Trimble Navigation 
Limited, registered in the United States and other countries. All other 
trademarks are the property of their respective owners.

Release Notice
This is the April 2007 release (Revision B) of the DiNi Digital Level 
Accessories document. It applies to version 3.00 of the Trimble DiNi 
Digital Level.
2      DiNi Digital Level Accessories

http://www.trimble.com


Tripods
This document describes the accessories for the Trimble® DiNi® Digital Level.

Tripods
Dry, seasoned wood. Plastic, weather- and temperature-resistant coating. 
Yellow warning colour.

Part number Description

571126275 Tripod Wooden parts 
with plastic 
coating

Head diameter 130 mm

Tightening screw 5/8 inches

Height 170/110 cm

Weight 5 kg

7072550000000 Tripod Wooden parts 
with plastic 
coating

Head diameter 130 mm

Tightening screw 5/8 inches

Height 160 cm

Weight 7.4 kg
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Foldable wooden rod
Foldable wooden rod
Dry, seasoned wood. Plastic, weather- and temperature-resistant coating. Yellow 
warning colour.

Part number Description

7073249010000 LD 24 
leveling rod

Bar-code 
graduation on 
front surface
E graduation on 
back surface
Handles

Height 4/1 m

Weight 4.3 kg

7073239010000 LD 23 
leveling rod

Bar-code 
graduation on 
front surface
E graduation on 
back surface
Handles

Height 3/1 m

Weight 3.0 kg
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Foldable wooden rod
7073239015000 LD 23/ft 
leveling rod

Bar-code 
graduation on 
front surface;
feet/tenths 
graduation on 
back surface

Height 9.8 ft 3-pc

Weight 6.6 lb

Foldable wooden rod
Dry, seasoned wood. Plastic, weather- and temperature-resistant coating. Yellow 
warning colour.

Part number Description
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Metal rods
Metal rods
Metal telescopic rods or sections.

Part number Description

7073369010000 TD 24 
leveling rod

Bar-code 
graduation on 
front surface
E graduation on 
back surface
Extendable in 
steps
4 sections
Circular bubble

Height 4 m

Weight 1.8 kg

7073369020000 TD 25 
leveling rod

Bar-code 
graduation on 
front surface;
E graduation on 
back surface;
Extendable in 
steps;
5 sections;
Circular bubble

Height 5 m

Weight 2.3 kg
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Metal rods
7073369025000 TD 25/ft
leveling rod

Bar-code 
graduation on 
front surface;
feet/tenths 
graduation on 
back surface

Height 16.4 ft

Weight 5.1 lb

7073369810000 Canvas sleeve Cover for TD 24 
and TD 25 rods

Weight 0.4 kg

Metal rods
Metal telescopic rods or sections.

Part number Description
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Metal rods
7073219010000 LD 21 
aluminium rod

Bar code
E and mm 
graduations

Height 1 m

Weight 0.7 kg

Metal rods
Metal telescopic rods or sections.

Part number Description
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Metal rods
7073159010000 LD 05 
aluminium rod

Square hollow 
bar (30 mm x 20 
mm)
Bar code on 
three sides

Height 0.5 m

Weight 0.2 kg

Metal rods
Metal telescopic rods or sections.

Part number Description
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Fiber rods
Fiber rods
Plastic telescopic rods.

Part number Description

7077770187000 Fiber telescopic 
rod

Bar-code 
graduation on 
front surface
Extendable in 
steps
5 sections
Circular bubble

Height 5 m

Weight 1.8 kg
10     DiNi Digital Level Accessories



Invar rods
Invar rods
Torsion alloy. Stiff, profiled aluminum with anodized surfaces. Invar tape is protected 
in a groove of the rod profile. Rod is stretched by spring tension. Fold-in handles. Two 
circular levels.

Part number Description

7073119410000 LD 11 Invar rod
Code-
graduation

Height 1 m

Weight 2.1 kg

7073129410000 LD 12 Invar rod
Code-
graduation

Height 2 m

Weight 3.5 kg
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Invar rods
7073129510000 LD 12 
Wide base

Invar rod
Code-
graduation

Height 2 m

Weight 3.9 kg

7073139410000 LD 13 Invar rod
Code-
graduation

Height 3 m

Weight 5.3 kg

Invar rods
Torsion alloy. Stiff, profiled aluminum with anodized surfaces. Invar tape is protected 
in a groove of the rod profile. Rod is stretched by spring tension. Fold-in handles. Two 
circular levels.

Part number Description
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Invar rods
7073139510000 LD 13 
Wide base

Invar rod
Code-
graduation

Height 3 m

Weight 5.7 kg

7073139110000 LD 13 with 
Certificate

Invar rod
Code-
graduation
Certificate with 
rod meter and 
extension 
coefficient

Height 3 m

Weight 5.3 kg

Invar rods
Torsion alloy. Stiff, profiled aluminum with anodized surfaces. Invar tape is protected 
in a groove of the rod profile. Rod is stretched by spring tension. Fold-in handles. Two 
circular levels.

Part number Description
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Telescopic supports for Invar rods
Telescopic supports for Invar rods
To easily stabilize perpendicular installation of the Invar rod. 
Telescopic aluminum supports screw onto the staff head.

Part number Description

7073139910000 Telescopic 
Support

For LD 13 Invar 
rod
Also available 
for other rods, 
on inquiry

Height 3 m

Weight 4.0 kg

Footplate with steel punch
To stabilize rods on an intermediated point.

Part number Description

7078030000000 Light-weight 
rod base

Orange warning 
color
Steel spur and 
handle

Weight 3.0 kg
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Transport case for Invar rods and telescopic supports
Transport case for Invar rods and telescopic supports
Robust metal and plastic. With lock.

Part number Description

78520017 Transport case For two LD 13 
rods or one LD 
13 rod and one 
telescopic 
support.
Also available 
for other rods, 
on inquiry.

Height 3.0 m

Weight 13.6 kg
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Other
Other
Foil strip or Invar tape.

Part number Description

7073059010000 BD 05 Invar tape with 
barcode

Height 0.5 m

Weight 0.2 kg

7073079010000 BD 10 Invar tape with 
barcode

Height 1.0 m

Weight 0.4 kg
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Other
7073089010000 FD 05 Foil Strip with 
bar code
zero point mark
Self adhesive

Height 0.5 m

Weight 0.1 kg

7073099010000 FD 10 Foil Strip with 
bar code
zero point mark
Self adhesive

Height 1.0 m

Weight 0.1 kg

Other
Foil strip or Invar tape.

Part number Description
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Battery, charger, and cables
Battery, charger, and cables

Part number Description

54344 Battery Lithium-ion, 
2.4 Ah, 7.4 V

Weight 0.2 kg

46690-00 Charger Dual Lithium-ion 
battery charger
Power Supply 
for all regions

Weight 1.2 kg

73840019 Cable Hirose 6 pin to 
PC USB for data 
transfer 
between the 
Trimble DiNi 
level and an 
office computer.

Length 2.5 m

Weight 0.4 kg

73841019 Cable Hirose 6 pin to 
USB stick for 
data transfer 
between the 
Trimble DiNi 
level and a USB 
stick.

Length 0.18 m

Weight 0.2 kg
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