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Trimble Catalyst
DA2 GNSS receiver 

Introducing a brand new engine at the

heart of the Catalyst positioning service



Updates to Catalyst subscriptions

Devices, apps, and workflows

Availability

Catalyst 

Today’s topics

The Catalyst DA2 
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It has never been so easy to get professional grade GNSS positions.

Why Catalyst?



Trimble Catalyst is a revolutionary 

offering from Trimble that uses a 

software defined GNSS receiver 

technology. 

The solution enables a customer to 

subscribe to the Catalyst service in order 

to enable the GNSS receiver to operate at 

a level of accuracy related to their 

subscription level. 

Catalyst consists of the DA2 receiver, a 

power bank of your choice, any Android 

or iOS device, and your application.

What is Catalyst? 



Trimble 
Catalyst is...

INEXPENSIVE

Minimal upfront hardware cost

Corrections bundled with the subscription

Less of your money tied up in capital assets

SIMPLE

Zero-configuration access to Trimble corrections

Works with nearly any location enabled app

FLEXIBLE

Ready to use on-demand worldwide

Scalable for individuals, small teams, and large crews

Modify as your needs change

POWERFUL

High quality performance

Full survey grade precision



What about 
“Corrections”?

Corrections are applied to 

raw GNSS data 

making positions 

accurate and reliable.

Internet 
Corrections

Trimble Corrections 
Hub (TCH)

Satellites for positioning 
corrections

Satellites for raw 
positioning

Receiver and 
handheld



What about 
“Corrections”?

Catalyst Subscriptions 

simply include Corrections

It just works!



For the Trimble Catalyst

Positioning Service

Trimble DA2
GNSS Receiver

© 2021 Trimble, Inc - All Rights Reserved - Confidential and Proprietary Information

02



Simply Precise.



Key DA1 Features

Android

Catalyst

Positioning
Lightweight

Versatile



Key DA2 Features

iOS & Android

Catalyst

Positioning

Bluetooth

Delivery

Lightweight
ProPoint

Technology

Versatile



Trimble Catalyst is a 

revolutionary GNSS 

concept, simplifying the 

way that precise GNSS 

positioning is delivered

Catalyst 
Technology 



Improved receiver 

performance in 

challenging* GNSS 

environments, including 

operating under tree 

canopy or near buildings & 

other urban structures.

ProPoint
Technology 

* Challenging GNSS environments are locations where the receiver has sufficient satellite availability to 
achieve minimum accuracy requirements, but where the signal may be partly obstructed by and/or 
reflected off of trees, buildings, and other objects. Actual results may vary based on user's geographic 
location and atmospheric activity, scintillation levels, GNSS constellation health and availability, and level 
of multipath and signal occlusion.



GNSS Performance

Network RTK
Horizontal accuracy……………………………………………..….10 mm + 0.5 ppm RMS
Vertical accuracy…………………………...……………………..…20 mm + 0.5 ppm RMS

Positioning rates……………………………………...…………...1 Hz, 5 Hz, 10 Hz

Positioning Engine: Powered by Trimble ProPoint GNSS positioning technology 

Satellite Signals Tracked Simultaneously:
GPS: …………………………………………………….…………..L1C/A, L2C, L5
GLONASS: ................................................................L1C/A, L2C/A
SBAS (WAAS, EGNOS, GAGAN, MSAS, SDCM): .....L1C/A, L2C, L5
Galileo: …………………………………………………………….E1, E5A
BeiDou: …………………………………………………………... B1, B2A
QZSS: ……………………………………………………………….L1C/A, L2C, L5
NavIC (IRNSS):..........................................................L5
L-Band:..................................................................... Trimble RTX Corrections

Channels: Software-controlled signal management with dynamic (virtual) channel allocation



Mechanical Design

Weight (DA2 only):.................................................330 g (12 oz)

Water & Dust……………………………………………..IP65 (dust proof, rain proof)

Drop (tipping pole fall onto concrete)........................... Survives 2 m tipping falls
Drop (free fall onto concrete)......................................Survives 1.2 m free falls 



DA2 Performance Testing: Accuracy RTK

RTK 27km, CMRx Horizontal Error
Convergence time after RTK reset : < 5 sec (typical)
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DA2 Performance Testing: Accuracy RTX

RTX accuracy
RTX Fast Convergence: 2 cm in 48 sec (68% percentile)



DA2 Performance Improvements
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Trimble DA2 Corrections Hub Coverage (DA2)

Catalyst subscribers can use Trimble RTX (L-band and IP) with their DA2 using the Trimble Corrections Hub (TCH). 



What’s In The Box?

DA2 GNSS Receiver
(with USB-A power cable)

5/8x11 Pole Cap

Battery pack mount

Documentation
(Warranty Card & Quick Start Guide)



Power Solutions

Power DA2 by USB…

...including directly from your tablet or smartphone

Run-time depends on your power source



Configurations

Ways to use the DA2 receiver in field

2m Pole Monopole Backpack



Updates to the Trimble Catalyst 

Positioning Subscription Offerings

Catalyst 
Subscriptions
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Catalyst 60 60 cm

Catalyst 30 30 cm

Catalyst 10 10 cm

Catalyst 1 1 cm

Rebranding Catalyst Subscriptions

Catalyst 1 Meter 100 cm

Catalyst Sub-Meter 30 cm

Catalyst Decimeter 10 cm

Catalyst Precision 1 cm

Changes will be implemented at the launch of the DA2.  No action required by distributors or customers. 

Existing 
customers & 
stock will 
automatically 
transition to the 
subscriptions



*NEW*
Catalyst Annual

Introducing Catalyst Annual

Shared pool, unlimited 

users, pay per hour

Pay per user, per month,

unlimited use

Catalyst Monthly

Pay per user, per year

unlimited use

Catalyst On Demand



Software
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Apps & Workflows

TerraFlex
For iOS & Android

Penmap
For Android

Partner Apps
For iOS & Android

Mobile Manager
For iOS & Android



Availability
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Available to order and 

shipping Q4 2021

Availability

https://geospatial.trimble.com/where-to-buy



In Summary



What’s new?

GNSS yield is much improved by ProPoint technology

Bluetooth connectivity

Annual subscription added to Catalyst

The DA2 supports iOS and Android

The DA2 receiver is faster and capable of higher accuracy 



How will it feel to press this button?

https://geospatial.trimble.com/where-to-buy

https://geospatial.trimble.com/catalyst

https://geospatial.trimble.com/where-to-buy
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